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Raman Spectrometer System
for Remote Measurement of Cellular
Temperature on a Microscopic Scale
A
simple setup is demonstrated for
remote temperature monitoring
of water, water-based media,
and cells on a microscopic
scale. The technique relies on recording
changes in the shape of a stretching band
of the hydroxyl group in liquid water at
3,100–3,700 cm1. Rather than direct
measurements in the near-infrared (IR), a
simple Raman spectrometer setup is real-
ized. The measured Raman shifts are
observed at near optical wavelengths using
an inverted microscope with standard
objectives in contrast to costly near-IR ele-
ments. This allows for simultaneous visible
inspection through the same optical path.
An inexpensive 671-nm diode pump laser
(<100 mW), standard dichroic and low-
pass filters, and a commercial 600–1,000
nm spectrometer complete the instrument.
Temperature changes of 1 C are readily
distinguished over a range consistent with
cellular processes (25–45 C) using inte-
gration times below 10 s. Greatly improved sensitivity was
obtained by an automated two-peak fitting procedure. When
combined with an optical camera, the instrument can be used to
monitor changes in cell behavior as a function of temperature
without the need for invasive probing. The instrument is very
simple to realize, inexpensive comparedwith traditional Raman
spectrometers and IR microscopes, and applicable to a wide
range of problems in microthermometry of biological systems.
In a first application of its kind, the instrument was used to suc-
cessfully determine the temperature rise of a cluster of H1299
derived human lung cells adhered to polystyrene and immersed
in phosphate-buffered saline (PBS) under exposure of RF milli-
meter wave radiation (60 GHz, 1.3, 2.6, and 5.2 mW/mm2).
Raman Spectroscopic Measurements
The remote measurement of temperature on a microscopic
scale has been enabled by the advent of the IR microscope [1].
However, this instrument is extremely costly (e.g., Thermo
Scientific Nicolet iN10 IR microscope is currently priced at
US$75,000–100,000), and when used for biological measure-
ments, where specimens are often sandwiched between plastic
or glass plates or immersed in liquids, the accuracy suffers
from differences in emissivity in the various layers that must be
penetrated before reaching the sample. It is also difficult to dis-
cern the temperature emanating specifically from a cellular or
tissue layer immersed in culture medium since water is a very
strong IR absorber. Consequently, only the surface temperature
has been accurately determined by this type of system. A novel
method for remote probing the temperature of liquid water on aDigital Object Identifier 10.1109/MEMB.2009.935468
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microscopic scale was demonstrated recently [2], [3]. This
technique uses the spectroscopic measurement of the near-IR
stretching band of water [4], which changes both its absorption
amplitude and shape as a function of temperature. The focus of
the IR studies was the change in absorption amplitude with
temperature using a sample with controlled thickness. Similar to
water, the spectral absorption and reflection signatures of
assorted biological solutions and tissues exhibited a gradual
change with temperature in the near-IR water lines of 960,
1,200, and 1,400 nm [5]. In both studies [4], [5], regression
analyses were performed, and the derived linear models were
able to accurately predict the measured temperature change in
the tissue for a given variation in spectral absorbance. In the
wavenumber range between 3,100 and 3,700 cm1 (wave-
lengths from 2.7 to 3.2 lm), the broad Raman band is due to
intramolecular vibrational motion of the hydroxyl group of
water. Possible vibrational modes include symmetric stretching
(m1), an overtone of bending (2m2), and antisymmetric stretching
(m3) [6], but experimental studies indicate that only the m1 mode
is prominent in the Raman measurements [7], [8]. The width
and multipeak shape of the m1 mode has been attributed to
coupling of the hydroxyl group stretching with the energy of
intra- and intermolecular hydrogen bonds [6], [9]–[11]. Forma-
tion of these hydrogen bonds can reduce the wavenumber [7]
and amplitude [12] of this hydroxyl stretching motion. The band
profile has been decomposed into several Gaussian components,
possibly indicating the varying number of hydrogen bonds [6]
or their strength (weak versus strong) [11]. Different authors
identified two [13], three [11], [14], four [6], [15], or even five
components [16] in the hydroxyl stretching band, whereas a
recent rigorous analysis of assorted decomposition approaches
[17] indicated that a two-component decomposition is adequate
for liquidwater at temperatures ranging from 5 to 100 C.
This spectral signature of water, although very distinct, falls
well into the near-IR region, making direct observation through a
typical optical system very difficult. However, by employing
well-established Raman spectroscopy techniques, it is possible to
shift the measured spectrum to the near-visible region of 800–
900 nm, which permits the use of standardmicroscope objectives
and filters while avoiding the background biofluorescence of the
visible spectral region. In this article, we present a very simple
instrument arrangement for observing the 3,200–3,700 cm1
hydroxyl stretching band and show that an accurate estimation of
temperature on a microscopic scale can be obtained with short
detection time and low-pump, laser-power level, making it
compatible with studies of living cells and tissues. In addition,
we show that a narrow spectral signature from polystyrene, a
common culture dish material, is located near the hydroxyl
stretching band and can be used to determine the axial focal plane
within the culture dish containing the cells. The method can be
used to accurately monitor the temperature of biological speci-
mens in plastic or quartz (but not glass) containers with minimal
cost and great flexibility. Both the instrumentation and initial
measurements in biological samples are presented.
Growing interest in the effects of millimeter and submillime-
ter wave radiation on biological systems, especially cells and
cellular processes, prompted the first application for the Raman
spectrometer in monitoring and calibrating the temperature rise
of living cells exposed to strong RF fields. The results of the
first experiments performed on direct microscopic observations
of the impact of 60-GHz radiation on the temperature of H1299
human-derived lung cells adhered to a polystyrene membrane
and immersed in PBS are given. In cross comparisons with an
IR camera, the measurements validate the superiority of the
Raman approach in the noninvasive characterization of temper-
ature at a microscopic scale.
Methods
Microscopic Raman Spectroscopy
The setup that was used to excite and record the spectrum is
based on a Nikon Diaphot inverted microscope with standard
4, 10, and 203 objectives (Figure 1). The Diaphot model is
particularly flexible as it has a very open area above the stage
with a retractable illuminator, two output ports plus the binoc-
ular eyepieces, an under the turret rear illumination path typi-
cally used for epifluorescence, and a dichroic filter bay, which
accepts standard cube filter holders. The rear illumination
periscope tube was stripped of its collimating lenses, the front
left optical port was fitted with an inexpensive cooled charge-
coupled device (CCD) camera (model 3.3MPC), and the front
35-mm camera port was used to interface to a standard focus-
ing objective (203) and a multimode optical fiber (diameter,
50 lm). The rear illumination lamp tube was removed, and the
port was fitted with a 671-nm clean up filter (660–680 nm). A
free-space DPSS 671-nm, 200-mW diode laser (model VA-I-
N-671) was optically guided by a folding mirror into the rear
illumination tube in which the nearly collimated beam passes
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Fig. 1. Block diagram of the Diaphot microscope setup and
optical paths.
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laterally into the filter cube and then bounces upward by a 45 
flat made up of a 700-nm-long wavelength-pass dichroic filter
(High Efficiency Cold Mirror). The laser light is then routed
through the objective turret and focused onto the plane of the
sample stage. The laser was set at a constant current of 2.0 A,
yielding 300 mW of power at the laser output, which was
reduced to approximately 70 mW at the sample plane after
passing through the folding mirror, cleanup filter, turret glass,
dichroic cube filter, and 203 objective lens.
The backscattered Raman light was captured, collimated by
a 203 objective, filtered from the backscattered Rayleigh light
by the dichroic mirror in the filter cube, and, following the
microscope optical path, directed forward to the 35-mm
camera port where it was apertured by the film cutout built into
the microscope. The beam was then passed through a long
wavelength-pass filter (>785 nm, BLP01-785R-25) to further
block the backscattered Rayleigh light and any stray laser light
from the sample that passed through the dichroic mirror.
Finally, the beam was refocused by a 203 objective onto a
multimode fiber with a standard subminiature version A
(SMA) connector. The fiber was centered on the beam using a
fiber launch positioning jig (model MBT612). The fiber was
coupled into a spectrometer (Shamrock SR-163) with cooled
electron-multiplying CCD (iDUS DV420A) through a stan-
dard fiber line collimator and no additional coupling slit. A
photo of the entire system is shown in Figure 2.
To assure that the laser pump and optical path to the
spectrometer and CCD ports overlapped exactly, the pump
laser focal spot was coaligned with the top illuminator by
adjustments to the laser position and angle and the collinear
red and white spots verified in the CCD camera (Figure 3). The
laser spot diameter determines the primary area sampled in the
spectrometer as all the backscattered energy from this region
was collected and focused onto the optical fiber by the second
203 objective at the camera port. The spectrometer was used
to peak up the Raman signal from the water sample through
adjustments of the objective-to-fiber coupling stage, as well as
optimization of the position of the objective within the slightly
larger camera port aperture.
Using the aforementioned filters and the Andor SR-163
spectrometer with 300 lines/mm grating, the transmitted range
of backscattered Raman light was between 800 and 1,020 nm
with 0.8-nm resolution. Employing the 671-nm laser pump, the
3,200–3,500 cm1 vibrational water peaks appear between 855
and 880 nm. An added bonus is the presence of two strong and
relatively narrow Raman shifted peaks of polystyrene at
approximately 3,140 cm1 that appear at 850 nm and were
present in the Corning and Falcon plastic petri dishes as well as
in an enclosed thickness-controlled and gas-permeable cell
culture dish (Nunc OptiCell Culture System) but not in a glass
slide, glass cover slip, or quartz glass (Figure 4). The polysty-
rene peak fell directly outside the water spectrum and can be
used to determine the axial focal plane of the pump laser. This
line appears as the focal plane of the objective passes through
the plastic. An additional benefit of the OptiCell dish is having
both a top and bottom plastic membrane (spaced 2 mm apart),
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Fig. 2. Photo of instrument setup showing pump laser, IR
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dish, camera port fiber coupler, spectrometer, and milli-
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Fig. 3. CCD picture through eyepiece showing coaligned
671-nm laser light spot and top white-light illumination spot on
a 1-mm diameter circle drawn on a piece of ground glass
positioned at the objective focus. The dark rim around the
edge of the field is the out of focus aperture of the white-light
illuminator used to center the illuminator over the field of view.
Asmall fan was used to speed up the cooling
by increasing air convection.
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which demarcates a scan through the internal liquid sample by
the appearance, disappearance, and reappearance of the poly-
styrene Raman peaks (Figure 5).
The appearance of the two polystyrene peaks at 850 nm was
evident even at 0.5-s-long integration time in the spectrometer
and could be used to quickly calibrate the focus wheel of the
microscope as well as peaking up the overall signal. Depending
on the location of the attached cells at the top or bottom mem-
brane of the OptiCell dish, the focal plane of the microscope
could then be precisely adjusted for measuring the Raman signal
from the cells rather than the adjacent medium. The integration
time of the spectrometer was then set to 8 s per measurement to
improve the signal-to-noise ratio of the collected data.
Temperature Measurement
and Controlled General Heating
The configuration, depicted in Figure 6, was employed to
measure the Raman spectra in the 800–1,020 nm range of vari-
ous samples of deionized (DI) water and water-based culture
media as a function of temperature. In each case, 10 mL of
solution was injected into an OptiCell dish, and all air bubbles
were removed to leave a uniform 2-mm-thick fluid sample
sandwiched between the 75-lm-thick treated polystyrene
membranes. To accurately measure the temperature of the
fluid in the region directly around the illuminated sample, two
separate independent monitors were set up. A noncontact
thermal IR imaging camera with 0.1 C discrimination (Infra-
metrics Thermacam PM290) was positioned above the sample
stage and it continually recorded the sample temperature over
an approximate area of 1.53 1.5 cm2 at a resolution of
approximately 503 50 lm2. This camera allowed us to moni-
tor the uniformity of the temperature changes over a wide
region around the sample. As an absolute monitor of the fluid
temperature inside the OptiCell and directly adjacent to the
field of view, a miniature coaxial type T thermocouple probe
with 0.6 mm-diameter sampling tip, 0.1-s time constant, and
0.1 C accuracy (IT-18, Physitemp) was inserted into the Opti-
Cell holder through a 22-gauge needle and positioned immedi-
ately outside the viewing circle of the 203 microscope
objective (marked on the plastic with a felt tip pen) (Figure 7).
The OptiCell dish with the inserted thermocouple was air
sealed using a small dab of polydent around the needle entry
point, bridging the thermocouple wires but allowing easy
removal for later use. Between the thermocouple and IR
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Fig. 6. Photo of the OptiCell dish filled with DI water with the
inserted coaxial thermocouple probe sitting next to the
area to be illuminated and spectrally imaged (black circle,
1 mm in diameter). The clear area is 75365 mm. The fluid
thickness is 2 mm, and the top and bottom polystyrene films
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camera, the region being directly illuminated by the pump
laser and imaged through the CCD and camera (spectrometer)
ports could be continuously monitored.
Because of the small volume (10 mL) and large area (50 cm2)
of the OptiCell dish, it was extremely simple to slowly heat (or
cool) the entire sample with a small hair dryer and fan. During
data collection, the hair dryer was used to flow warm air across
the surface of the cell, and the IR camera was used to make sure
the area around the sample spot stayed at a uniform temperature
while the thermocouple measured the absolute temperature of
the fluid itself, just outside of the laser illumination circle. The
measurements were then repeated during a cooling cycle. For
the temperatures approaching ambient, a small fan was used to
speed up the cooling by increasing air convection. During all
temperature manipulations (both heating and cooling), the
temperature change was considerably slower (0.5 C/min) than
the integration time of the spectrometer (8 s).
Focal Heating Using RF Millimeter
Wave Exposure System
One practical use of the remote focal thermal monitoring in our
laboratory was related to monitoring temperature changes in
cell cultures during exposure to high-frequency RF radiation
(millimeter and submillimeter waves, frequencies between 60
and 600 GHz). As the application of these relatively untapped
spectral bands expands into the areas of communications, imag-
ing, and security, there is a growing need to understand what, if
any, impact this penetrating radiation has on cellular processes.
One measure of such impact is the change in temperature
induced in cell cultures and tissues. Measuring such changes
during and after RF exposure at a microscopic level is
extremely difficult. As mentioned earlier, thermal IR cameras
and microscopes tend to measure only the surface temperature,
especially in water-basedmedia. If the cells reside at the bottom
of a media container, it may be impossible to accurately record
any temperature rise on this layer using standard IR techniques.
The Raman scattering measurements described in this article
allow one to position the axial focal spot at any point within the
(relatively small) volume of the culture dish. It makes it simple
with such a system to illuminate the cells with RF energy from
the top (Figure 2, center) while monitoring the temperature and
any visible changes in the cells via the bottom, using the normal
viewport of an invertedmicroscope.
The setup for RF exposure is shown in Figure 2, with a close
up of the microscope stage area in the inset. A millimeter wave
generator consisting of a commercial 50–75 GHz swept
frequency backwardwave oscillator (BWO, formerlyMicronow
model 705 sweeper with a Siemens RWO-50 tube) was used to
inject RF power through a series of waveguide components that
terminate and hence radiate directly onto the top of the OptiCell
polystyrene membrane. The polystyrene has very low RF loss,
and the WR-15 waveguide (1.93 3.8 mm2 aperture) is loaded
with a tapered PTFE wedge to match the power into the plastic
with only minor reflections. The cells were adhered to the top of
the container and thus were directly impacted by the RF energy
before it could be absorbed by surrounding culture medium. The
RF power and absolute frequency from the millimeter wave
generator were measured directly using calibrated detectors that
are switched into the RF path and the power incident on the
OptiCell is inferred by measuring the losses through the extra
waveguide between the switch and sample. An in-line calibrated
attenuator is used to vary the incident power in known steps.
Measurements consisted of placing a large-cell cluster
directly under the RFwaveguide and applying fixed frequency
(60 GHz) calibrated RF power to the OptiCell for a fixed
period of time (approximately 4 min) until the temperature
rise in the surrounding medium reached an equilibrium, as
measured by the IR camera. The highest power level was
applied first, and the cells were allowed to cool for several
minutes before the next exposure. The IR camera cannot view
and measure the temperature directly under the waveguide,
where the power output is peaked, because the metal guide
hides this region from a top view. The camera can only record
the temperature directly surrounding the metal waveguide
aperture (approximately 2 mm from the center illumination
hot spot). However, the Raman signal is collected from below
and is easily tagged directly to the center of the cell field. The
RF output from the waveguide aperture roughly follows a
Gaussian power distribution, which rolls off from the center of
the field in an approximately spherical pattern. Little or no
The RF power and absolute frequency from the
millimeter wave generator weremeasured
directly using calibrated detectors.
Fig. 7. Microphotograph of H1299 cells adhered to the Opti-
Cell membrane, taken through the CCD camera port with a
203 objective. The black circle (1 mm in diameter) is
marked on the membrane for subsequent localization of
the cells for time-lapse imaging.
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power penetrates through to the bottom of the OptiCell as the
PBS is extremely absorbing at this frequency.
The cell culture was exposed to three levels of RF power
(approximately 3.6, 7.2, and 14.4 mW at the waveguide output
port), which varies little over the field of view (approximately
1 mm2) produced by the 203 objective. This power is spread
over an area of approximately 2.8 mm2 (set by the waveguide
aperture and frequency) giving a maximum power density of
approximately 5.2 mW/mm2 for the exposure at 14.4 mW.
Note that this power level is much greater than the suggested
safe limit for the long-term human exposure of 0.1 mW/mm2.
The Raman spectra were recorded as the temperature was
measured by the IR camera in the region directly outside the
waveguide aperture. Several cell locations were examined in
the culture dish (OptiCell), making it impractical to include a
separate microthermocouple probe near each exposure area.
Cell Culture
The H1299 immortalized epithelial cell line is derived from
human lung carcinoma and was a gift from Dr. Alex Sigal.
This cell line is characterized by rather large cells that strongly
adhere to all tested plastic surfaces, including those of the petri
dishes and of the OptiCell thin-membrane dish and is the
major reason for choosing this particular line for our early
investigations (Figure 7). The cells were grown in RPMI-1640
medium, supplemented with 10% (v/v) fetal bovine serum and
2 mM L-glutamine, in a 5% CO2 incubator set at a 37 C. For
spectroscopy measurements, RPMI was replaced with PBS
(pH 7.4). As a possible substitution for PBS, we also evaluated
Opti-MEM, as it exhibits the best optical transparency among
the phenol-red-containing media. Opti-MEM is a modifica-
tion of Eagle’s minimal essential medium with a reduced
amount of phenol red (1.1 mg/L) when compared with the
standard Dulbecco’s modified eagle’s medium (15 mg/L).
Results
Raman Hydroxyl Band in Different Culture Media
Measurements of the Raman spectrum were made in DI water,
PBS, Opti-MEM with and without phenol red, and a confluent
layer of cells in PBS. In all cases, a 203 objective was used.
The focal spot being sampled by the Raman spectrometer was
approximately 1 mm in diameter. The laser power was 70 mW,
and the spectrometer integration time was 8 s. A background
count with the laser off was used for subtraction of the CCD
dark current and read-out noise. A typical set of spectra are
shown in Figure 8 at a single temperature (25 C). The ampli-
tude of the Raman hydroxyl band varied among the media
tested, with the highest intensity seen in the Opti-MEM
medium with phenol red. The amplitude of the Raman
hydroxyl band signal was lower in cells than in water or water-
based media, in concordance with another study [18]. No dis-
cernable difference was observed in the shape of the hydroxyl
band among the various media, DI water, and cells. Because of
their lower background intensities when compared with the
phenol-red-containing culture medium, we selected the DI
water and PBS for the subsequent heating studies.
Analysis of the Shape of the Raman Hydroxyl
Band in Water and Cells During Uniform Heating
The Raman signal at the hydroxyl band was collected at gradu-
ally increasing and decreasing temperatures in the physiological
range of 25–45 C as measured by the thermocouple. The
changes in the shape of the Raman hydroxyl band were remark-
ably similar for the DI water (Figure 9) and cells in PBS (Figure
10). In addition to point-sampling of the temperature inside the
OptiCell dish, spatial distribution of the temperature was
assessed by an IR camera. It showed a uniform temperature
(within 0.2 C) on top of the OptiCell dish over a large area sur-
rounding the illumination circle. However, the absolute temper-
ature values, measured by the IR camera, varied by as much as
0.8 C when compared with the thermocouple readings. For this
reason, only the thermocouple readings were used for correla-
tion with the Raman changes in this study.
Before the peak-fitting analysis, the Raman spectrum data
were normalized based on the isosbestic point of the Raman
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hydroxyl band found to be at 3,440 cm1. The isosbestic point
refers to the wavenumber at which spectra taken at different
conditions (e.g., temperatures, pressures, and potentials) cross
putatively due to the equilibrium between the hydrogen-
bonded and nonhydrogen-bonded hydroxyl species [19], [20].
The isosbestic point value is this study is well within the deter-
mined 3,400–3,500 cm1 range for the liquid water under dif-
ferent polarization conditions [9], [19].
For the analysis of the shape of Raman hydroxyl band, we
decided to apply an automated double-peak fitting procedure
that does not impose any a priori restrictions on the shape or
location of the peaks. We used the Fityk program (http://
www.unipress.waw.pl/fityk/), which included three options
for automated nonlinear optimization of the double-peak fit-
ting: Levenberg-Marquardt, Nelder-Mead simplex, and the
genetic algorithm. Of these, Levenberg-Marquardt produced
the most consistent results due to avoidance of local minima.
We have evaluated several peak functions, including the
Gaussian, Lorentzian, Pearson VII, and approximated Voigt/
Faddeeva (a convolution of Gaussian and Lorentzian func-
tions). Of these, the approximated Voigt/Faddeeva function
[21] proved to be the most robust. On the basis of initial evalu-
ation, we decided to use the Levenberg-Marquardt optimiza-
tion method and the approximated Voigt/Faddeeva function
for the automated double-peak fitting in this study.
Peak fitting was initially performed for the water Raman
spectrum at the 25.2 C nominal temperature (Figure 11). To
facilitate the comparison between the peaks, we chose the option
for fitting both peaks with functions of the same shape, but let the
program to choose the actual optimal shape. In the subsequent
peak fittings for the water and cellular spectra at higher tempera-
tures, we kept the wavenumber values of both peaks (3,289 and
3,518 cm1) and the shapes of the peaks (21.32) constant, so
that the only variables in the peak fitting were the height and
width of the peaks. Area under the peaks was a product of these
variables. The ratio of areas under peak 2 versus peak 1 indicated
the temperature-dependant expansion of peak 2 relative to peak 1
(Figure 12). Linear regression analysis showed that the ratio of
the two spectral peak regions provides an accuracy of at least
1 C. Higher accuracy would be possible with a more sensitive
spectrometer. Peak 2/1 area ratio for the cells was significant
larger than that for the DI water, as calculated by a paired t-test
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center wavenumbers, heights, and widths of the peaks to
be varied using an automated Levenberg-Marquardt opti-
mization method for double-peak fitting. For the subsequent
peak fittings at higher temperatures, the shape of the peaks
and the peak-center wavenumbers were kept constant.
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Fig. 12. Ratio of the areas under peak 2 versus peak 1 of the
OH stretching Raman band at temperatures between 25.2
and 44.2 C of DI water (outlined circles) and H1299 cells in
PBS (solid triangles) in an OptiCell dish. Linear regression for the
DI water data (R2 = 0.996) is shown as a dotted line and for
the H1299 cells (R2 = 0.990) as a solid line. Inset shows a close-
up view of the OptiCell dish with the laser light coming in from
below and millimeter wave waveguide aperture above.
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Fig. 10. Temperature dependence of Raman spectrum in
H1299 immortalized epithelial cell line between 25.2 and
44.2 C at 1 C intervals. The cells were cultured in RPMI
medium in OptiCell dish at 37 C and 5% CO2. For spectros-
copy measurement, the RPMI was replaced with PBS.
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(p< 0.001), while the slope of both regression lines was prac-
tically identical (0.0294 for water and 0.0303 for cells).
Analysis of the Shape of the Raman
Hydroxyl Band in Water and Cells During
RF Heating with Millimeter Waves
In this experiment, the cells in PBS were locally heated by RF
millimeter wave energy using a metal waveguide matched to,
and directly in contact with, the upper polystyrene membrane
of the OptiCell. The thermocouple probe could not be used in
this setup, as it could not be easily positioned within the Opti-
Cell and would perturb the cell attachment. It is also likely that
the readings of the thermocouple would have been affected by
direct coupling of the RF radiation to themetal sensing element
(although this was not tested explicitly). Therefore, before the
millimeter wave exposure, a baseline reading of the uniform
temperature at the top OptiCell surface was taken by the IR
camera while the waveguide was lifted off the surface. During
RF exposure, the IR camera could no longer read the tempera-
ture directly from the irradiated area as it was shadowed by the
waveguide aperture (see Figure 2 inset). Readings were instead
taken at the hottest spot immediately adjacent to the wave-
guide. These IR camera readings, which were expected to be
somewhat lower than the temperature directly under the expo-
sure port, were compared with remote temperature measure-
ments obtained by our microscopic Raman spectroscopy
technique. Calibration of the Raman readings to an absolute
temperature value was done by correlating the baseline IR
camera reading with the Raman peak 2/1 area ratio with no RF
present. The temperature values during exposure to three levels
of millimeter waves (3.6, 7.2, and 14.4 mW) were calculated
using the slope value of 0.03 obtained in the earlier calibration
experiment with PBS (Figure 13, black dots). Between each
millimeter wave exposure, the cells in the OptiCell dish were
cooled until they reached the baseline temperature, as
measured by the IR camera. The Raman-based temperature
readings during the exposure were consistently higher than the
IR camera readings (Figure 13, white dots), confirming our
ability to measure actual focal plane heating without direct
visual or thermocouple access in a microscopic region. The
considerable millimeter wave-induced heating (approximately
4 C), observed in the cells during the RF exposure at 14.4
mW, can be contrasted with a lack of any detectable heating in
the cells during exposure to 70 mW of laser light at 671 nm as
measured by the thermocouple. This highlights the dramatic
difference in absorption by water at the twowavelengths.
Discussion
The present study describes the setup and use of a simple, low-
cost, flexible Raman spectrometer system for remote measure-
ment of the temperature in water-based media on a microscopic
scale. The absolute temperature can be inferred from a ratiomet-
ric evaluation of dual peaks in the Raman hydroxyl band at the
3,200–3,700 cm1. The measured Raman spectrum falls into
the region of 800–900 nm, permitting the use of standard micro-
scope objectives and optical filters, a low-cost optical pump
laser, and a convenient fiber-coupled spectrometer with a
standard CCD, not optimized for the near-IR. The most expen-
sive part of the measurement system is the spectrometer which
costs between US$10,000 and US$15,000. The microscope,
laser, filters, and fibers were obtained for under US$10,000 total.
The use of the 800–900 nm band significantly reduces the back-
ground noise from fluorescence inherent to biological samples.
The described setup has been used to measure the temperature
dependence of DI water and cells in PBS. Temperature accuracy
of 1 C has been attained with 8-s sampling by employing an
automated nonlinear optimization method for double-peak fit-
ting in the Raman hydroxyl band. The technique should prove
useful for monitoring temperature changes in culture media
without the need for direct thermocouple probing and through
common culture plates composed of polystyrene or quartz. The
use of plastic dishes provides the added advantage of being able
to visualize a narrow spectral signature from polystyrene near
the hydroxyl stretching band (at 850 nm) that can be used to
accurately [within the numerical aperture (NA) of the objective]
determine the axial focal plane in the culture dish. The strength
of the Raman polystyrene signal allows short measurement
times (less than 1 s) for fast and precise focusing and alignment
of the spectroscopic optical elements. Phenol-red-containing
medium should be avoided during the spectrometric temperature
measurements because of its high fluorescence background,
reducing the signal-to-noise ratio at the Raman hydroxyl band.
However, minimal background fluorescence was observed in
phenol-red-free culture medium and PBS.
The instrument was used to record, for the first time, the
direct rise in temperature of a cluster of cells adhered to a
polystyrene membrane and immersed in PBS, under direct
exposure to millimeter wave radiation. The technique success-
fully recorded a significant temperature difference in the
region directly under the RF beam from that of the nearest
accessible region (viewed by an IR camera), which lay
directly outside the exposure area. In addition, by calibrating
the axial focal spot of the objective lens with the Raman peaks,
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Fig. 13. Ratio of the areas under peak 2 versus peak 1 of the
OH stretching Raman band during RF heating with three levels
of millimeter wave power (3.6, 7.2, and 14.4 mW) introduced
via a matched WR-15 waveguide aperture (1.883 3.76 mm).
The green circles indicate the temperature measurements
immediately adjacent to the waveguide, but well outside the
field of view, taken with the IR camera, while the red circles
indicate the calculated temperature values directly under the
center of the waveguide and not visible in the camera. The
calculated points are derived from the baseline IR camera
reading (no waveguide present) and the slope of 0.03
measured with the thermocouple and heater on an identi-
cally configured OptiCell. At the baseline reading, the white
and black circles are overlapped.
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it was possible to measure the temperature at the plane of the
cells and through 2 mm of PBS solution. We believe these are
the very first measurements of this type and lay the ground-
work for much more extensive investigations of the impact of
RF radiation on cells and cell processes.
In a similar fashion, this setup can be used to monitor
thermal changes on the micron scale associated with local
application of drugs, affecting thermoplastic cellular functions
(e.g., metabolism).
In summary, we have described a simple inexpensive
method for quick, precise, and reliable remote microscopic
measurement of cellular temperature inside the culture
medium, which is applicable to a wide range of problems in
microthermometry of biological systems.
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